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© Report created by Hilti CFS-DM Firestop Documentation Manager

Miami Valley Hospital
Dayton, Ohio

Building Wing: H41
Floor Level: 41-3
Room Number: 41-2234
(Reserve): reserved

Product: Firestop Foam
Product Type: Hilti CP 660
Approval: Z-19.15-1901
(Reserve): reserved

Comments: 
Lorem ipsum dolor sit amet, consetetur sadipscing 
elitr, sed diam nonumy eirmod tempor invidunt ut 
labore et dolore magna. At vero eos et accusam 
et justo duo dolores et ea rebum. Stet clita kasd 
gubergren, no sea takimata sanctus est lorem ipsum 
dolor sit amet.

Penetration: 35-177
Status: active

Project-ID:
56-77845-13

Penetration Details Pedersen Insulation Co.  
PO Box 30744, Columbus, OH 43230

Phone: (614) 471-3788
Fax:  (614) 471-0114
Email:  jgoodsite@pedersenco.net
Web: 

2013-10-15 . Murdy

2013-10-15 . Murdy2013-10-12 . Miller

Pre-Installation Post-Installation

2013-10-15 . Murdy 2013-10-15 . Murdy 2013-10-15 . Miller 2013-10-14 . Miller
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Brandschutzsystem 
CFS-BL P

Mauerwerk des
Prüfstandes,
d = 200 mm

Stahlrohr

Körperschall-
sender

Sensor an 
der Wand

Schwingungen
radial zum Rohr
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